
KPS-V12-250W67

www.kaisenelectric.com

1 pcs. 20 pcs.

0,89 kg 18,65 kg

Вес

Упаковка
Количество

170-260 V

3,0 А

Features:
• Enchanced input voltage range 170-260 V

• High protection level of IP67 including cable

• 5 years warranty 

Conformity & Standards:
• EN 55015:2013

• EN 61547:2009

• EN 61000-3-2:2014

• EN 61000-3-3:2013 EN EN-61347-2-13:2014

• EN 61347-1:2008+A1:2001+A2:2013

• EN 60598-1:2008+A11:2009 
 

0,6

227 mm

Packaging Outer
Quantity

Net  / Gross 

Packing information

Inner

Input

Input voltage range
Max input AC current

Power factor

Output

Вес

Output voltage 12 V

Output current 20,8 А

Output power 250 W

Length

Power Supply Dimensions

Width Height
80 mm 40 mm

Specially designed for:
• Outdoor LED Signage application

• 100% full load

Constant voltage power supply equipped with alumin-

ium housing for better heat dissipation and reliability

Super slim shape and compact dimensions
Вес

Technical information

Вес

УпаковкаКоличество

Efficiency >85%

Operation temperature 
(in accordance to the warranty conditions) -30 +75 ºC

Protection level IP 67

Protections from:

Warranty 5 years

-over load
-short circuit

-over voltage
-over heating

>50,000 hoursLifetime 

LTD “КAISEN ELECTRIC” (c) 2017. All rights reserved
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